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PRODUCT DESCRIPTION

APPLICATIONS

NH-Hcarb NHGCP29 is an ultra-fine uncoated calcium carbonate powder specifically de-

signed for uPVC Profiles. For window and door frames, structural “stiffness” is the most 

important factor. The high purity of 98.5% CaCO3 reinforces the PVC structure, preventing 

the profile from warping over time. The 98% whiteness ensures that the frames stay bright 

and resist yellowing when exposed to sunlight, maintaining the building’s aesthetic for 

years.

NH-Hcarb Ultra-fine Uncoated Calcium Carbonate Powder, for Standard uPVC Profiles used 

in uPVC Profiles 

NHGCP29



Max Density			   2.65 - 2.7g/cm3 

Hardness			   3 Moh 

Brightness			   95% Min 

Whiteness			   98% Min 

Moisture			   0.2% 

DOP Oil Absorption		  23g/100g

SPECIFIC PRODUCT DATA

STANDARD PACKAGING

PP/PE 25kg bag     |    PP/PE 50kg bag     |    Jumbo bag

Physical Characteristics

CaCO3 Content		  98.5% 

Min Fe2O3			   0.01% 

Max MgO			   0.02% 

Max SiO2			   0.03% 

Max Al2O3			   0.02%

Chemical Analysis


